
Shock Wave Control Unit*

Main Supply
-110V single phase 50-60 Hz
Dimensions:
-H: 1350mm (54") W: 1070mm (42.2") L: 1000mm (40")
-Weight (160 Kg) 352 lbs.
Focal Point Locations:
-Height: 1029mm (40.5")
-Inclination angle (to ground): 40 degrees from horizontal
Spark Voltage:
-Variable 16-22.5 kV
Pulse Control:
-Non synchronized at 60ppm or 96ppm
-Synchronized to external ECG monitor (R-wave)
Water System:
-Water Cushion Capacity: 0.93 gallons
-Water Reservoir Capacity: 2.56 gallons
-Water Drainage: 3/4" PVC pipe

3-AXIS TREATMENT TABLE*

Electrical Requirements: 110V AC Top Length: 49.5" to 83.5"
Patient Capacity: 400 lbs. Top Width: 22.5"
Dimensions: H: (32") W: (35.5") L: (58.5") Height Range: 32" to 44"
Weight: 230 lbs. Head to Toe Travel: 4"

Left to Right Travel: 4"

COMPACT 7700+1

Generator:
-Compact digital high frequency: 20 kHz, 110kV
Image Memory and Processing:
-6 Image storage with last image hold
-Frame averaging
-One-shot frame integration
-Enhanced integration
-Motion artifact reduction
-Patient annotation keyboard
-Digital window/level
-Real-time auto windowing
X-RAY Tube:
-Stationary anode, dual focus spots 0.6 and 1.5mm
Collimator:
-Iris collimation with dual opposing semitransparent parallel shutters
Image Intensifier:
-Tri-mode 23/15/11 cm (9"/6"/4.5")
TV Camera:
-High resolution CCD-Camera
-Video signal: CCIR/50 Hz, 625 lines

RS170A/60Hz, 525 lines

Accessories and Options2: Regulatory Compliance
-Van for transportation -CE
-5-axis Universal Treatment Table -RWTUV
-OEC Series 98001 C-arm -EN 60601-1
-ECG Monitor -EN ISO 9001
-Stirrups -EN 46001
-Arm Board
-Drain Bag Holder
-Thermal Printer

*Specifications to change without notice.
1Registered trademark of GE Medical Systems.

OEC
2Specifications available upon request.

-Patient Contact Cushion: 7.5" diameter, Natural Latex membrane
Locating System:
-Removable proprietary focal point locators
Mobility:
-On wheels allowing freedom of movement
Electrical Requirements:
-Electrical Connection: 121 (4m) Long Multi-wire cable
-Hospital grade, 3 prong grounded plug (US standard), 6 AMP
-Electrical Isolation: Transformer Protection Class H.60C
Pressure:
-425 BAR-910 BAR
Focus Dimensions: 50% Isobar
-Length: 60mm (2.36") Width: 13mm (0.52")

Fluoroscopy:
-Focal Spot: 0.6mm
-kVp range: 36-110
-mA range: 0.2-8.0
Radiography:
-Focal spot: 1.5mm
-kVp range: 36-110
-mA range: 20 mA fixed (100-240 V)

13-15 mA fixed (110-120 V)
Image Display ("C" Mounted):
-Monitor: 41 cm (16") square, black etched, anti-glare, anti-static, 
fast-scan flicker free
Dimensions: C-ARM
-SID 970mm (38")
-Free space 760mm (30")
-Central beam to C-arm 660mm (26")
-C-arm orbital motion 120° with 30° overscan
-C-arm wig wag ± 10°
-C-arm vertical motion 200mm (8")
-C-arm rotation ± 225°
-L: 1634mm (64.5") W: 780mm (31") H: 1700mm (67")
-Weight: 267 kg (588 lbs)

Medispec has a partnership with GE/OEC Medical
Systems to provide nationwide service. This is by far
the most comprehensive service network for any
Lithotripter available in the market.

Medispec offers you creative business solutions for 
the acquisition of the E2000, whether you wish to
purchase, lease or rent, we can customize a solution
for your specific needs. Please call one of our business
analysts for your confidential analysis.

MEDISPEC Ltd. 19110 Montgomery Village Avenue, Suite 100
Montgomery Village, MD 20886

U.S. Toll Free: 1-888-663-3477 / Fax: 1 (301) 975-1057
International Sales: 1 (301) 948-3110 / International Fax: 1 (301) 963-5561

http//www.medispec.com / E-mail: medispecmrktg@medispec.com
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PROFORMA

INCOME
YEAR 1 2 3 4 5

NUMBER OF TREATMENTS

REVENUE PER PROCEDURE

GROSS REVENUE

EXPENSES
$ $ $ $ $
$ $ $ $ $
$ $ $ $ $
$ $ $ $ $
$ $ $ $ $
$ $ $ $ $
$ $ $ $ $
$ $ $ $ $

TOTAL EXPENSES $ $ $ $ $

NET OPERATING INCOME $ $ $ $ $


